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INTRODUCTION 

Material  requirements  for  advanced  aircraft  dictate  increased  use  of  more 
efficient  materials  and  cost-effective  fabrication  techniques.  Current  use  of 
titanium  in  aircraft  has  been  deterred  by  high  fabrication  and  machining  costs. 
These  costs  are  further  aggravated  by  rising  material  and  labor  costs. 

A  family  of  titanium  alloys  that  offers  the  potential to reduce  fabrication 
costs  is  the  all-beta  titanium  alloys.  The  beta  titanium  alloys  are  inherently 
cold-formable  but  have  received  relatively  little  use  because  of  high  springback 
after  forming  and  low  elongation  after  aging.  However,  a  beta  titanium  alloy, 
Ti-15V-3Cr-3A1-3Sn  (Ti-15-3),  has  been  evaluated  (ref.  I), and  the  preliminary  data 
indicate  that  this  alloy  has  excellent  cold-formability  and  has  properties  that  are 
an  advantage  over  the  properties  of  other  beta  titanium  alloys.  Ti-15-3  is  contin- 
uous  strip-producible,  thus  less  costly  than  the  alpha-beta  titanium  alloy,  Ti-6A1-4V 
(Ti-6-4),  which  must  be  produced  by  hand  mill. A recent  study  on  Ti-15-3  (ref.  2) 
reported  a  28-percent  cost  savings  and  a  16-percent  weight  savings  by  using  a  cold- 
formed  beta  titanium  structure  over  a  conventional  Ti-6-4  hot-formed  structure. 

The  objective  of  the  research  reported  herein  was  to  evaluate  the  performance  at 
room  temperature  and  elevated  temperature  of  Ti-15-3  cold-formed  stiffeners  that  were 
joined  by  the  weld-brazing  process  (ref.  3)  to  Ti-6-4  skins  to  form  compression 
panels.  The  stiffeners  had  a  conventional  hat-shaped  configuration.  A  preliminary 
set  of  single-stiffener,  254-mm  (10.0-in.)  long  compression  panels  was  made  to 
develop  a  data  base  for  material  and  panel  properties.  The  data  from  these  prelimi- 
nary  panel  tests  include  load-shortening  curves,  local  buckling  strengths,  and 
failure  loads.  Comparisons  were  made  between  the  test  data  from  the  room  temperature 
tests  and  the  elevated  temperature  tests.  Material  characterization  tests  on 
standard  ASTM  dogbone  tensile  specimens  were  made  to  substantiate  results  from  the 
panel  tests. 

A  final  set  of  multi-stiffener  compression  panels  726 mm (28.6  in.)  wide  by 
533 rmn (21.0  in.)  long  were  fabricated  by  the  process  developed  for  the  single- 
stiffener  compression  panels  254 mm (10.0 in.)  long.  The  overall  geometrical  dimen- 
sions  for  these  panels  were  derived  by  the  structural  sizing  computer  code  PASCO 
(ref. 4). For  a  given  length  and  load,  the  code  determines  the  number  of  stiffeners 
and  the  mass-optimum  dimensions  for  the  panel  cross  section.  The  multi-stiffener 
compression  panels  were  tested  at  room  temperature  and  similar  data  were  obtained  as 
those  for  the  single-stiffener  compression  panels  254 mm long.  The  experimental 
buckling  loads  for  the  multi-stiffener  panels  were  compared  with  the  buckling  loads 
calculated  by  the  linked-strip  analysis  within  the  PASCO  code. 

PANEL  FABRICATION 

Material 

The preliminary  panels  in  this  study  were  single-stiffener  compression 
panels  254 nun ( 1 0 . 0  in.)  long  consisting of a  cold-formed  beta  titanium  alloy, 
Ti-15V-3Cr-3A1-3Sn  (Ti-15-3),  stiffeners  joined  by  weld-brazing (WB) to titanium 
alloy,  Ti-6A1-4V  (Ti-6-4)  skins.  The  Ti-15-3  material  used  for  the  stiffeners  in 



t h i s   i n v e s t i g a t i o n  w a s  0.965-m (0.038-in. ) th ick   exper imenta l   g rade   shee t   tha t  was 
in   t he   so lu t ion - t r ea t ed   cond i t ion   du r ing   pane l   f ab r i ca t ion .  The fab r i ca t ed   pane l s  
were t h e n   s u b j e c t e d   t o  a the rma l   cyc le   t o   age   t he  Ti-15-3 to   ob ta in   ma te r i a l   p rop -  
e r t i e s   s u i t a b l e   f o r   a i r c r a f t   u s e .  The Ti-6-4 material u s e d   f o r   t h e   s k i n s  was  corn- 
mercial   grade,   hot-rolled,   mill-annealed, 1.35-m (0.053-in. ) th ick   shee t .  

f 

Forming 

Beta  Ti-15-3  hat-shaped  sti-ffeners  were  cold-formed i n  a power brake  with  the 
fou r   bends   e i the r   i n   t he   ro l l i ng   d i r ec t ion  of the   shee t   ( l ong i tud ina l )   o r   ac ross  
t h e   r o l l i n g   d i r e c t i o n   ( t r a n s v e r s e ) .  The r ad ius  of the   bends   in   each   s t i f fener  was 
3.175 mm (0.125 i n . )  or approximately 3 X Thickness.  These  bends were made with a 
0.314-rad  (18O)  overbend t o  overcome springback.  There w a s  little o r  no evidence 
of  orange  peel on the  surface  in   the  bends.  A t y p i c a l  formed s t i f f e n e r  279 mm 
( 1 1.0 i n .  ) long i s  shown i n   f i g u r e  1. 

Jo in ing  

After   forming,   the  s t i f feners  were s t r e s s - r e l i e v e d   i n  a vacuum a t  677OC (1250OF) 
f o r  5 min i n  an   un res t r a ined   pos i t i on   t o   a l l ev ia t e   r e s idua l   fo rming   s t r e s ses .  The 
s t i fEene r s  were then  chemically  cleaned  and  spot-welded t o  Ti-6-4 skins  with two rows 
of  four  spot-welds  spaced  63.5 mm (2.50  in. ) on  each  flange. The spot-welding param- 
e t e r s  were developed  such  that weld  nugget  expansion  resulted  in a 0.051-mm 
(0.0020-in.)   faying-surface  gap  between  the  st iffeners  and  skins.   Strips  of 3003 
aluminum braze   a l loy  0.406 mm (0.0160 i n .  ) t h i ck  were p laced   ad jacent   to   the   sk in-  
s t i f f ene r   j o in t s   and   t he   a s sembly   p l aced  i n  the  brazing  furnace.  The assembly was 
then   hea ted   to  677OC i n  a vacuum and  held  there   for  5 min during which t ime  the 
3003 aluminum braze  a l loy  mel ted  and w a s  drawn in to   t he   f ay ing   su r f ace  by c a p i l l a r y  
ac t ion .  The panels  were then   cooled   to  room temperature  and removed from the   fu r -  
nace.   Nondestructive  evaluation,  including  visual  inspection  and C scan ,   ver i f ied  
complete  wetting  between  the  st iffeners  and  skins  and  the  establishment  of good 
i n t e g r a l   j o i n t s .  A typical  weld-brazed  skin-stiffened  panel i s  shown i n   f i g u r e  2. 
The panels  were aged i n   a i r   a t  504OC (94O0F) f o r  12 h r   t o   o b t a i n   m a t e r i a l   p r o p e r t i e s  
s u i t a b l e   f o r   a i r c r a f t   u s e  of t h e  Ti-15-3 a l l o y .  The ma te r i a l   p rope r t i e s  of t h e  
Ti-6-4 sk ins  were no t   a f f ec t ed  by the  aging  process .  With t h i s  cold-formed/weld- 
brazed  process,  1 2  s ing le - s t i f f ene r   compress ion   pane l s   were   f ab r i ca t ed   fo r   t e s t ing   a t  
room tempera ture   o r   a t   the   e leva ted   t empera ture   o f  316OC (60 O O F ) .  S ix   of   the   panels  
h a d   s t i f f e n e r s  formed in   the  1 ,ongi tudinal   d i rect ion  of   the  Ti-15-3  sheet   and s i x  had 
s t i f f e n e r s  formed i n   t h e   t r a n s v e r s e   d i r e c t i o n .  

Po t t ing  

The f ab r i ca t ed   pane l s  were trimmed on the  edges  and  ends  and  the  ends  potted 
us ing   an  epoxy material   of  ei ther  Hysol TE5467 f o r  room t empera tu re   t e s t   pane l s  or 
Epoxylite #813-9 f o r  316OC (600OF) elevated  temperature test  panels .  The p o t t i n g  
ma te r i a l  w a s  used t o   f a c i l i t a t e   g r i n d i n g   t h e   e n d s  of t h e   p a n e l s   f l a t ,   p a r a l l e l   t o  
each  other,   and  perpendicular  to  the  skins  and  for  support   during  compression 
t e s t i n g .  The po t t ing   ma te r i a l   fo r  316OC tests was cast   around t i t a n i u m  c l i p s   t h a t  
were  spot-welded t o  the   pane l   ends   ( re f .   5 ) .  The c l ip s   p rov ided  a mechanical  lock 
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t o   p r e v e n t   s e p a r a t i o n   o f   t h e  epoxy  from t h e   p a n e l s   d u r i n g   c u r e   o r   t e s t i n g  a t  316OC 
caused by d i f fe rences   in   thermal   expans ion   be tween  the   t i t an ium  and   the  epoxy. A 
typical   s ingle-s t i f fener   compression t es t  pane l  w a s  254 mm ( 10 .0  in .  ) long  and 121 mm 
(4 .75   in . )  wide. 

Process  Scale-up 

The f i n a l   p a n e l s   i n   t h i s   s t u d y  were multi-st iffener  compression  panels,  
726 mm (28.6  in.  ) wide by 533 mm (21.0  in. ) long ,   fabr ica ted  by the   p rocess   used  
to   f ab r i ca t e   t he   p rev ious ly   d i scussed   s ing le - s t i f f ene r   compress ion   pane l s  254 mm 
( 1 0 . 0  in .  ) long. The beta Ti-15-3 s t i f f e n e r s  w e r e  cold-formed  with  the  four  bends  of 
e a c h   s t i f f e n e r   i n   t h e   r o l l i n g   d i r e c t i o n  of t h e   s h e e t   t o   t h e   c o n f i g u r a t i o n  shown i n  
f i g u r e  3. The s t i f f e n e r s  were spot-welded t o   t h e  Ti-6-4 sk in   and   t he  3003 aluminum 
b r a z e   a l l o y   s t r i p s  w e r e  p l a c e d   a d j a c e n t   t o   t h e   s k i n - s t i f f e n e r   j o i n t s  a t  each  end  of 
the   pane l .  The s t i f f e n e r s  w e r e  t h e n   b r a z e d   t o   t h e   s k i n   t o   f a b r i c a t e  a panel  as shown 
i n   f i g u r e  4. Nondestructive  evaluation  using a C scan showed  good  aluminum braze 
wet t ing  a t  the  skin-s t i f fener   interface  fol lowing  brazing.   Three  mult i -s t i f fener  
compression  panels w e r e  f a b r i c a t e d  by the   sca led-up   process   for   the  room temper- 
a t u r e  t e s t  only.  The ends   o f   the   mul t i - s t i f fener   pane ls  were p o t t e d   u s i n g   t h e  epoxy 
material Hysol TE5467 f o r  machining the   ends   and   for   suppor t   dur ing   tes t ing .  A 
typ ica l   mul t i - s t i f fener   compress ion  tes t  panel  i s  shown i n   f i g u r e  5. 

TEST PROCEDURF: 

b’ 

The s ing le - s t i f f ene r   pane l s  254 mm ( 1 0 . 0  in .  ) long were loaded   i n  compres- 
s i o n   a l o n g   t h e   s t i f f e n e r   a x i s   u s i n g  a 1.3-MN (300 k i p )   h y d r a u l i c   t e s t i n g  machine. 
The unloaded  edges  of  the  specimens w e r e  suppor ted   wi th   kn i fe   edge   f ix tures  
posit ioned  6.35 mm (0.250 i n .  ) from t h e  edge.  Relative  motion  between  the  upper 
and  lower  platens of t h e   t e s t i n g  machine was measured   wi th   l inear   var iab le   d i f fe r -  
en t ia l   t ransformers .   Foi l   s t ra in   gages   a t tached  t o  t h e   s t i f f e n e r   a n d   s k i n  were used 
t o  measure s t r a i n   r e s p o n s e   i n   t h e   p a n e l s .  For t h e  316OC (600OF) tests,  t h e   f o i l  
s t ra in   gages  had a phenol ic   re inforced  backing,   and  they w e r e  a t t a c h e d   t o   t h e   p a n e l s  
with a polyimide  adhesive. The s t r a i n   g a g e s  w e r e  balanced a t  t h e  t e s t  temperature, 
t he   p l a t ens  of t h e  t e s t  machine were brought   in to   contac t   wi th   the   pane ls ,   and   the  
panels  were loaded t o   f a i l u r e  a t  a load ra te  of 89 N / s  ( 1  200  lbf/min) . Data w e r e  
recorded  every 2 s p r i o r   t o   l o c a l   i n s t a b i l i t y   a n d   e v e r y   s e c o n d   t h e r e a f t e r .  

The s i n g l e - s t i f f e n e r   p a n e l s   f o r   t h e  316OC (600OF) tests w e r e  hea ted   rad ian t ly  
wi th   quar tz  lamps  on bo th   t he   sk in   and   s t i f f ene r   s ides .  A temperature  survey  on a 
r ep resen ta t ive   pane l  w a s  used   to   de te rmine   un i formi ty   o f   hea t ing .  The survey 
ind ica ted  a temperature  range of +28OC t o  -28OC (+50°F t o  -50OF) o v e r   t h e   e n t i r e  
panel  and a temperature  range  of +5O C t o  -5OC (+1 O O F  t o  - 1 OOF) i n   t h e   s t r a i n - g a g e  
area. Panels were heated a t  a r a t e  of 0.5OC/s (50°F/min)  and  held a t  tempera ture   for  
20  min p r i o r   t o   l o a d i n g .  

The mul t i - s t i f f ene r   pane l s  were loaded   in   compress ion   a long   the   s t i f fener   ax is  
by us ing  a 5.34  MN-capacity ( 1  2 0 0   0 0 0 - l b )  un ive r sa l   hydrau l i c   t e s t ing  machine a t  a 
load  ra te  of  11 12 N / s  (15 000  lbf/min) . The tes t  procedure  used  on  the  mult i -  
s t i f f e n e r  compression  panels w a s  t h e  same as t h a t   d e s c r i b e d   f o r   t h e   s i n g l e - s t i f f e n e r  
compression  panels. 
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RESULTS 

Single-Stif  f ener  Panels 

Load shortening. - Typical  load-shortening  data  obtained  for  the  single- 
s t i f f e n e r  compression  panels  tested a t  room temperature  and a t  316oC (6000F) a r e  
shown i n   f i g u r e  6.  The data  show that   the   load-shortening  curves   for   panels   with 
s t i f f e n e r s  formed e i t h e r   i n   t h e   l o n g i t u d i n a l   o r   t r a n s v e r s e   d i r e c t i o n s  are near ly   the  
same f o r   t h e  room tempera ture   t es t s   and   for   the  316OC tests. There is  an  approximate 
14-percent  difference  between  the  extensional  st iffnesses of the  panel  tests a t  room 
temperature  and  those a t  316OC, a s   i nd ica t ed  by t h e   i n i t i a l   s l o p e  of the  load- 
shortening  curves .   This   s lope  difference  indicates   that   the   mater ia l  modulus i s  
reduced by about 14 percent from t h e  room temperature   mater ia l  modulus. 

The panels were loaded   un t i l   c r ipp l ing  of the  skin  and  s t i f fener   occurred.  The 
c r ipp l ing   l oad  i s  def ined  as   the maximum load   car r ied  by the  panel  and is represented 
by termination of the  load-shortening  curves   in   f igure 6 and   tabula ted   in   t ab le  I. 
A s  shown  by t h e   t y p i c a l   f a i l u r e s  i n  f i gu re  7,  none  of t he   pane l s   t e s t ed   exh ib i t ed  a 
debond or   separat ion between t h e   s t i f f e n e r  and  skin which is ind ica t ive  of the  good 
i n t e g r i t y  of the  weld-braze  joint .  

Buckling  load. - The average  buckl ing  load  for   the  s ingle-s t i f fener   panels  
t e s t e d   a t  room temperature  and 316OC (6000F) is shown i n   f i g u r e  8. The buckling  load 
is  defined as the  load where the  s t ra in   response  reversed,   as   indicated by tabula ted  
load  and  s t ra in   data  from the   s t ra in   gages   loca ted  on the   pane ls .  The buckling  load 
is tabula ted  i n  t a b l e  I for  each  panel.  The p a n e l s   t e s t e d   a t  room temperature  for 
the  convent ional   hat-shaped  s t i f feners  formed i n   t h e   l o n g i t u d i n a l  and t ransverse  
directions  developed  average  buckling  loads of 165 kN (37  179elbf)  and 175 kN 
(39 319 lb f ) ,   r e spec t ive ly .  The p a n e l s   t e s t e d   a t  316OC f o r   t h e  same s t i f f e n e r  con- 
f i g u r a t i o n s   i n   t h e   l o n g i t u d i n a l  and  transverse  directions  developed  average  buckling 
loads of 144 kN (32 437 l b f )  and 143 kN (32 194 l b f ) ,   r e s p e c t i v e l y .  A comparison  of 
t h e   d a t a   a t  room temperature  and 316OC revealed  that   the   average  buckl ing  load a t  
316OC is 13 and 18 percent less for   the  panels   with  the  longi tudinal  and t ransverse  
s t i f f ene r s ,   r e spec t ive ly ,   t han   t he   ave rage   buck l ing   l oad   a t  room temperature. 

The dashed   l ines   in   f igure  8 ind ica te   the   p red ic ted   buckl ing   loads   ca lcu la ted  
from  the program e n t i t l e d  PASCO ( r e f .  4 ) .  The predicted  buckl ing  load a t  316OC 
(600OF) is found by reducing  the room tempera ture   resu l t s  by the  14-percent  reduction 
i n   m a t e r i a l  modulus a t  316OC. Agreement was exce l l en t  between the  average  experi-  
mental  buckling  loads  and  those  derived  analytically  for  the  panels,  the maximum 
difference  being 7 percent.  

J 

I n   t a b l e  I1 and  represented   graphica l ly   in   f igure  9 a r e   d a t a  from standard ASTM 
dogbone t e s t  specimens made from the  same t i tanium  sheet   mater ia l   used  to   fabr i -  
c a t e   t h e   s t i f f e n e r s  and   sk ins   o f   the   pane ls   in   the   cur ren t   s tudy .   Pr ior   to   t es t ing ,  
the  tensi le   specimens were thermally  exposed  to  temperatures and times to   s imu la t e  
the  aging  and  weld-brazing  cycles  of  the  compression  panels. The data  show the  
d i f f e rences   i n  modulus of e l a s t i c i t y  and y ie ld   s t rength   be tween  the   t es t s   a t  room 
temperature  and 316oC (600OF) for   bo th   the   be ta  Ti-15-3  and  Ti-6-4. The e f f e c t  
of the  temperature  reduced  the modulus  of e l a s t i c i t y   f o r   t h e   b e t a  Ti-15-3 and t h e  
Ti-6-4 by 3 and 6 percent ,   respec t ive ly  , which is l e s s   t han   t he  14 percent  found 
from the  compression  panel'load-shortening  curves. The e f f e c t  of temperature 
reduced  the  yield  strength  of  the Ti-6-4 by  31 percent ,  which is a greater   reduct ion 
than  the  16-percent  reduction  for  the  beta Ti-15-3. In  conjunction  with  the 
0 .2 -pe rcen t   o f f se t   s t r a in   fo r   t he   s t r e s s - s t r a in   cu rves  of f igure  9 ,   the   average 
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b u c k l i n g   s t r a i n s   i n   t a b l e  I show that   the   compression  panels   buckled  e las t ical ly   for  
both  the room temperature  and 316OC tests. 

Multi-Stiffener  Panels 

The load-shortening  curves   for   the  three  mult i -s t i f fener   compression  panels  
t e s t e d  a t  room temperature are shown i n  f i g u r e  10.  The curves show good repeat-  
a b i l i t y   i n   t h e   d a t a  from the   th ree   pane ls .   Fa i lure   o f   the   pane ls   occur red  
by c r i p p l i n g  of t h e   s t i f f e n e r s  as depicted by the  photograph  of a t y p i c a l   f a i l e d  
panel  i n  f i g u r e  1 1.  None o f   t he   pane l s   t e s t ed   exh ib i t ed  a debond or separa t ion  
between t h e   s t i f f e n e r s   a n d   s k i n   a f t e r   t e s t i n g .  

An analysis   of   the   s t ra in-gage  response  data   revealed  evidence  of   local   and 
gene ra l   i n s t ab i l i t y   occu r r ing   nea r ly   s imu l t aneous ly   nea r   t he   c r ipp l ing   l oad .  In f ig-  
ure  12 is  shown a typ ica l   s t r a in -gage   r e sponse   cu rve   w i th   t he   s t r a in   d iv ided  by t h e  
p red ic t ed   buck l ing   s t r a in   o f  0.00489  and the   pane l   load   d iv ided  by the   p red ic t ed  
buckling  load  of  871 kN (195  853  lb) .  The responses of t h e   s t r a i n   g a g e s  l i e  along 
the   l i ne   f rom  the   o r ig in   t h rough   t he   po in t  of intersect ion  of   buckl ing  load  and 
b u c k l i n g   s t r a i n ;   t h i s   i n d i c a t e s   t h a t   t h e   e x p e r i m e n t a l   e x t e n s i o n a l   s t i f f n e s s  of t h e  
panel  w a s  ve ry   c lose   t o   t he   p red ic t ed   va lue .  The occurrence  of  local  buckling  of 
t h e   h a t   s t i f f e n e r   c a p s   a n d  webs, as   evidenced by t h e   r e v e r s a l   i n   t h e   s t r a i n   r e s p o n s e  
curve,  causes a r e d u c t i o n   i n   c a p   s t i f f n e s s  which i n   t u r n   c a u s e s  a reduction i n  
ove ra l l   buck l ing   s t i r fnes s .  As a r e s u l t ,   t h e  development  of  local  buckling modes 
i n   t h e   s t i f f e n e r s   p r e c e d e s  a c r i p p l i n g   o r   g e n e r a l   i n s t a b i l i t y   f a i l u r e  of t h e   e n t i r e  
pane 1. 

The exper imenta l   buckl ing   load   for   each   mul t i - s t i f   fener   pane l   as  w e l l  a s   t h e  
predicted  buckling  load  from  the  program PASCO i s  shown i n   f i g u r e  13 and  a lso  tabu-  
l a t e d   i n   t a b l e  111. The graphical  comparison  between  predicted  and  experimental 
buckl ing   loads   ind ica te   tha t   the   buckl ing   loads   a re   h igher   than   the   exper imenta l  
values.  The experimental  values  range  from  approximately 89 t o  99 percent  of  the 
predicted  value  which i s  excellent  agreement. 

Metal lurgical   Invest igat ion 

The microstructures  shown i n   f i g u r e  14 a r e   r e p r e s e n t a t i v e   f o r   t h e   b e t a  Ti-15-3 
material e i ther   in   the   as - rece ived   condi t ion ,   longi tudina l   d i rec t ion   ( f ig .   14(a) )  and 
t ransverse  direct ion  ( f ig .   14(b)) ,   or   fol lowing  thermal   exposures   s imulat ing stress 
rel ieving,   brazing,   and  aging,   longi tudinal   d i rect ion  ( f ig .   14(c))  and t ransverse  
d i r e c t i o n   ( f i g .   1 4 ( d ) ) .  The micros t ruc ture   in   the   longi tudina l   d i rec t ion   or   the  
t r ansve r se   d i r ec t ion   appea r s   t o   be   s imi l a r ;   t h i s   co r re l a t e s   w i th   t he   s imi l a r i t y  of 
t he   pane l   da t a   i n   t ab l e  I and t e n s i l e   d a t a   i n   t a b l e  I1 f o r   t h e  two d i r ec t ions .  The 
e f f e c t  of stress rel ieving,   brazing,   and  aging on the   micros t ruc ture  of the   be ta  
Ti-15-3 mater ia l  w a s  t o  change  from  an  all-beta  microstructure  to  an  alpha-beta 
microstructure .  This r e s u l t e d   i n  a 50-percent  increase  in material s t rength  and a 
50-percent  decrease in   e longa t ion .  

Typical   metal lurgical  cross sec t ions  of a weld-braze j o i n t   a r e  shown i n   f i g -  
ure  15.  The braze   a l loy ,  which w a s  p l aced   ad jacen t   t o   t he   f l ange  of t h e   s t i f f e n e r ,  
has   penetrated  completely  through  the  joint  coming into  contact  with  the  spot-weld 
( f i g .   1 5 ( a ) ) .  The higher  magnification of the   b raze   jo in t   ( f ig .   15(b) )  shows little 
o r  no r eac t ion  between the   t i t an ium and aluminum braze  a l loy.  
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CONCLUDING REMARKS 

Hat-shaped s t i f f e n e r s  were successfully  cold-formed from t h e  all-beta t i t an ium 
a l l o y ,  Ti-15V-3Cr-3A1-3Sn, and  joined by the  weld-brazing process t o  alpha-beta 
t i t an ium  a l loy ,  Ti-6A1-4V, sk ins  t o  fabricate   s ingle-s t i f fener   compression  panels ,  
254 mm (10.0  in. ) long .   S t i f feners  were cold-formed  with a bend rad ius   o f  f 

3 x Thickness   i n   e i t he r   t he   l ong i tud ina l  or t ransverse   d i rec t ion   of   the   shee t   and  
showed l i t t l e  o r  no evidence  of  orange peel i n   t h e  bends.  Panels were t e s t e d  a t  room 
temperature  and a t  316OC (600OF) under  in-plane  compression i n   t h e   d i r e c t i o n  of t h e  
s t i f f e n e r s .  The panels  tested a t  316OC buckled a t  loads  about  18 percent   lower   than 
t h o s e   t e s t e d  a t  room temperature.  There were no s i g n i f i c a n t   d i f f e r e n c e s   i n   p a n e l  
s t i f f n e s s   o r   b u c k l i n g   s t r e n g t h   f o r   t h e   p a n e l s   w i t h   s t i f f e n e r s  formed i n   e i t h e r   t h e  
long i tud ina l   o r   t r ansve r se   d i r ec t ion .  The panels   cont inued t o  c a r r y   l o a d   a f t e r  
b u c k l i n g   u n t i l   t h e y   f a i l e d  by crippling.  There were no debonds or separa t ions   o f   the  
s t i f f e n e r - s k i n   j o i n t s  showing t h e  good integri ty   of   the   weld-braze  joining process. 

The s ing le - s t i f f ene r   pane l   f ab r i ca t ion  process w a s  successfully  scaled-up t o  
fabricate  multi-st ifPener  compression  panels,  726 na (28.6 i n .  1 wide by 533 mm 
(21.0  in. ) long,   for  room temperature tests. Agreement was exce l l en t  between t h e  
experimental   buckl ing  loads  and  those  der ived  analyt ical ly   for   the  panels  by us ing  
t h e   l i n e a r  elastic l i nked- s t r ip   ana lys i s  computer  program PASCO. 

Langley  Research  Center 
National  Aeronautics  and Space Administration 
Hampton, VA 23665 
August 1, 1983 
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TABLE I. - COLPFORMED/WELPBRAZED SINGLE-STIFFENER COMPRESSION PANEL DATA 

Predicted  buckling 
load Panel at   buckl ing ,  

in / in .  
lbf  kN lbf  kN lbf  

r i . .  ." "" . . . ~  ." " . .  . . 

166 
159 
171 

167 
163 
195 

- - . .  

169 
134 
127 

165 
143 
125 

"- 
37 411 
35 708 
38 419 

37 443 
36  576 
43  939 

- 

37  921 
30 123 
28  539 

37 126 
32 146 
28 038 

Tests a t  room temperature 

0.00463 
00435 
.0047 1 

.00462 

.00478 
00520 

249 
249 
253 

254 
255 
265 

. .  

55  943 
55 975 
56 821 

57 179 
57 369 

Tests a t  316OC  (600°F) 
. ...... ~ . ~ . .  - 

0 00549 
-00472 
00450 

20 1 
187 
182 

45  298 
42 127 
40 961 

00542 
00492 42 781 
e00433 42 182 

163 
163 
163 

163 
163 
163 

36 665 
36 665 
36 665 

36 665 
36  665 
36 665 

140 
140 
140 

140 
140 
140 

31 532 
31 532 
31 532 

31 532 
31 532 
31 532 

% i n d i c a t e s   s t i f f e n e r  formed with  the  bends i n   s h e e t  roll ( longi tudinal )  
i/ direct ion:  T i n d i c a t e s   s t i f f e n e r  formed with  the bends across   sheet  rol l  ( transverse)  

d irect ion.  
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TABLE 11.- TENSILE  PROPERTIES OF Ti-15V-3Cr-3A1-3Sn AND Ti-6A1-4V SHEET MATERIALS 

~ j ,,i., stress - I  
.~ ~- 

Cross-sectional Yield  stress Modulus of 
area 

MPa ksi 1 MPa I ksi - GPa  ksi cm2 I in2 (a) 

elasticity Specimen 
~~ ~~ 

Ti-15V-3Cr-3A1-3Snb  at room  temperature 

1L 
2L 
3L 

1T 
2T 
3T 

0.117 
.116 
114 

.119 

.124 

.124 

4L 

.114 6L 
* 115 5L 

0.113 

4T 

- 122 6T 
.123 5T 
123 

0.0182 
,0180 
.O 176 

.O 185 

.O 192 

.O 193 

1118 
1126 
1132 

1137 
1140 
1143 

. . 

162.1 
163.3 
164.2 

164.9 
165.4 
165.8 

.~ 

Ti-15V-3Cr-3A1-3Snb  at 

0.0175  137.0 945 . 0 179 
.0177 136.7 943 

. 0 191 
0 189 

.o 190 
141.9 978 

123 1 
1229 
1240 

1247 
1246 
1243 I 178.5 178.3 

179.8 

180.8 
180.7 
180.3 

316OC (600OF) 

1095 158.8 

162.3 
155.3 

1069 155.0 
~- . . 

Ti-6A1-4F at  room  temperature 

7L 

156.0 1076 141.9 978 0252 163 9L 
156.9 1082 144.0 993 .0248 - 160 8L 
157.1 1083 143.9 992 0.0245 0.158 

Ti-6A1-4VC  at  316OC (600OF) 

. . . . . - . 

110 
112 
112 

112 
112 
112 

~~ .- 

1 1 1  
110 
112 

114 
107 
113 

1 1 1  
116 
114 

" .  . "  

16 000 
16 200 
16 200 

16 200 
16 300 
16 200 

16 100 
15 900 
16 200 

16 500 
15 500 
16 400 
. . "  

16 100 
16 800 
16 500 

1 OL  0.161  0.0249 8 14 118.1 

15 600 108 12L  .160 - 0 248  806 116.9 
15 600 108 11L .161 .0250 676 98.0 807 117.0 
15 700 108 

aL indicates  longitudinal  tensile  specimens;  T  indicates  transverse  tensile  specimens. 
bTensile  specimens  were  thermally  exposed to simulate  temperatures and times  associated 

CTensile  specimens  were  thermally  exposed to simulate  temperatures  and  times  associated 
with  stress  relieving, brazing, and  aging  test panels. 

with  brazing  and  aging  test panels. 
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1. 

TABLE 111. - COLD-FORMED/WELD-BRAZED  MULTI-STIFFENER  COMPRESSION  PANEL DATA 

Panel 

1 
2 
3 

Buckling  load 

kN I l b f  

866  194  684 
773 173  831 
782 175 711 

Average s t r a i n  
a t  buckl ing,  

i n / i n .  

0.00452 
00424 
0042  1 

. 

Crippl ing   load  
a t  buckl ing 

kN i l b f  

1070 
1016 

240 491 

238  269 1060 
228  356 

buckl ing  load 
I 

195  853 
195  853 

87  1  195  853 
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Figure 1.- Cold-formed  beta Ti-15-3 

L-81-524.1 

stiffener. Dimensions are in  millimeters (inches). 



L-81-2640-1 
Figure 2.- Panel assembly  after  brazing  and  before  trimming. 



27.9 
(1. l o )  

Figure 3.- Configuration of beta Ti-15-3 cold-formed  stiffener for multi-stiffener panels. 
Dimensions are  in millimeters (inches). 
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Cold-formed beta Ti-15-3 stiffener 
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Shortening, in. 

0 
r -  

.02 .04 .06 .08 .10 
1 I 1 1 1 

40 

Load , 
lb f 

20 

Shortening, mm 

Figure 6.- Load-shortening  curves  for  single-stiffener  panels at room temperature 
and 316OC (600OF). L indicates  stiffener  formed  with  bends  in  sheet  roll 
directions; T indicates  stiffener  formed  with  the  bends  across  sheet  roll 
direction. 



, .  

. . ... , . I. . .. . . _, . 
L-83-388 1 

Figure 7.- Typical  failed  panels. 



Experimental 

200 

15C 

Load, 
kN 100 

5c 

- 

- 

" 

- "- 

-I Room  temperature 

316OC (60O0F) 

- - - - Predicted 

40 

Stiffener  formed  in Stiffener  formed  in 
longitudinal  direction transverse  direction 

Figure 8.- Average  buckling  loads of skin-stiffened panels. 

30 

Load, 
2o kips 

10 

0 



1200 

800 

Stress, 
MPa 

400 

0 
I 1 , -~ "" I " 2  

.004 .008 .012  .016 

160 

120 

80 Stress, 
ks  i 

40 

0 

S t r a i n  

Figure 9.- Tensile  stress-strain  data  for  titanium  alloys  used  in  panel  fabrication. 
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Load, 
kN 

1000 

800 

600 

400 

200 

Shortening, in. 

0 .04 .08 .12 .16 .20 
I I I I 1 

0 1.0 
! . " - 1  " 

2.0 3 . 0  4.0 5.0 

Shortening, mm 

!40 

too 

160 

80 

40 

0 

Figure 10.- Load-shortening  curves for multi-stiffener  panels  tested 
at room temperature. 
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h) 
0 

1 

L-82-11,875.1 
(a) Skin  side. 

Figure 11.- Tested  multi-stiffener  panel. 



1 

I !  

(b) Stiffener  side. 

Figure 1 1  .- Concluded. 



Strain  reversal 
caused by local 
buckling of cap 

Load 
Predicted buckling load 

Strain gage J 

Figure 12.- 

Y a i n  

r 
0 

I I I I I 
. 2  .4 . 6  .8 1.0 1 . 2  

StrainIPredicted buckling strain 

Typical back-to-back strain gage response  for  multi-stiffener panels. 
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"" P r e d i c t e d  
1000 

800 

600 

Load, 
kN 

400 

200 

0 
2 

"" 

3 

200 

150 

loo k i p s  
Load, 

50 

0 

Figure 13.- Room temperature  buckling loads of mul t i - s t i f fener   pane ls .  
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. /  _. 
. .  

.. 

(a )  As-received;  longitudinal  direction. 

I .  

. .  . .  

" 

51 urn (b)  "received;  transverse  direction. 
(.002 in.) 

(c)  Thermally  exposed to   s imu la t e  
stress rel ieving,   brazing,  and 
aging;  longitudinal  direction. 

(d) Thermally  exposed to   s imula te  
s t ress   re l ieving,   brazing,   and 
aging;  transverse  direction. 

Figure 14.- Photomicrographs of beta  Ti-15-3 a l loy .  L-83- 105 



Stress-relieved,  brazed, and 
aged Ti-15-3 

3003 aluminum braze alloy 

Brazed  and 
aged  Ti-6-4 

LPortion of spot-weld  nugget 

3003 aluminum 
braze alloy 1 

. .  

.. 
8 .  

(a) Spot-weld-braze  joint. (b) Braze joint. L-83-106 

Figure 15.- Cross sections of weld-braze  joint. 
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